
standard reference:
UnI en 10087: 1998 (Hot-rolled products)  |  UnI en 10277-3: 2008 (Bright products)

rodaccIaI references and comparable standards

chemIcal composItIon (cast analysIs) (%)

eUrope Italy Germany france UK Usa
UNI EN 10087: 1998

UNI EN 10277-3: 2008
(UNI 4838-80) (DIN 1651-88) (NF A 35-562-86) (BS 970 pt.3-91) ASTM A 29

Grade n° Werkstoff n°

44SMn28 1.0762 CF 44 SMn 28 - - 45 MF 6.3 226M44 1144

mechanIcal propertIes - as rolled condItIon

size
mm

as rolled and/or as rolled + rurned (+sh) as rolled and/or as rolled + turned + Quenched + tempered (+sh +Qt)

hardness hb* rm (mpa) rp0,2 (mpa) min rm (mpa) a5 (%) min
≥5 ≤10 - 630÷900** 520 700÷850 16

>10 ≤16 - 630÷850** 480 700÷850 16

>16 ≤40 187÷242 630÷820 420 700÷850 16

>40 ≤63 184÷235 620÷790 410 700÷850 16

>63 ≤100 181÷231 610÷780 400 700÷850 16

* for reference only  **Values valid only for hot rolled products
for size <5 mm the mechanical properties may be agreed at the time of enquiry and order

size
mm

cold drawn (+c) cold drawn + Quenched + tempered (+c +Qt) Quenched + tempered + cold drawn (+Qt +c )

rp0,2 (mpa) min rm (mpa) a5 (%) min rp0,2 (mpa) min rm (mpa) a5 (%) min rp0,2 (mpa) min* rm (mpa) a5 (%) min

≥5 ≤10 600 760÷1030 5 - - - 595 850÷1000 9

>10 ≤16 530 710÷980 5 - - - 595 850÷1000 9

>16 ≤40 460 660÷900 6 420 700÷850 16 490 700÷900 11

>40 ≤63 430 650÷870 7 410 700÷850 16 490 700÷900 12

>63 ≤100 390 630÷840 7 400 700÷850 16 490 700÷900 12

*for reference only
for size <5 mm the mechanical properties may be agreed at the time of enquiry and order

mechanIcal propertIes - cold draWn condItIon

WorKInG temperatUres recommended

operation hot forgings 
deformation normalizing soft annealing Quenching 

in oil or water tempering 

°C 950÷1230 850÷880 650÷700 840÷870 540÷680

c si / max mn p / max s
0,40÷0,48 0,40 1,30÷170 0,06 0,24÷0,33
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FREE-CUTTING STEELS

44SMn28 - Nr. 1.0762

44SMn28DIRECT-HARDENING
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